
CROSSFIRE TECHNOLOGY IS THE MOST EFFECTIVE UV TREATMENT

• NSF/ANSI 55 CLASS A CERTIFIED to 30 US gpm, 113 L/min, 6.7 m3/hr
• Highest UV Dose – proprietary high-output long-life lamps
• UV dose rate at max flow is 40 mJ/cm2 at end of lamp life
• Elliptical reflectors target and deactivate pathogens from 360º
• Lamps air-cooled – operate at most effective UV output at all times

CROSSFIRE TECHNOLOGY IS ENGINEERED TO BE RISK FREE AND FAIL-SAFE

• Dual smart UV sensors monitor both UV output and water quality
• Built-in microprocessor monitoring with both visual & audible alarm notification
• Automatic shut-off fail-safe solenoid valve – if the water is running, the water is safe

CROSSFIRE TECHNOLOGY IS SELF-CLEANING

• Automatic mechanical quartz cleaning system – quartz does not foul
• No quartz cleaning or system drainage required, so no risk of quartz breakage
• Water softening is not required, saving money and the environment

CROSSFIRE TECHNOLOGY IS VIRTUALLY MAINTENANCE FREE

• Lamps mounted in air – easy to replace, no system draining required

CROSSFIRE TECHNOLOGY IS SIMPLE TO INSTALL

• Flexible stainless FIP connections for quick and simple installation 
• Compact size

Find out everything. www.uvpure.com

Hallett™ UV systems are the world’s only NSF/ANSI 55 Class A Certified UV water
purification systems with patented Crossfire Technology.™ UV Pure’s Hallett™ 30 
for community and commercial applications, outperforms conventional systems for
disinfection of all pathogens including viruses, bacteria, cryptosporidium, giardia,
legionella and E. coli.
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Ultraviolet Water Purification Systems

U LT R A V I O L E T  W AT E R  P U R I F I C AT I O N  S Y S T E M S

Hallett systems with patented Crossfire Technology provide microbiological purification of drinking water. With a Hallett system properly installed, fail-safe engineering ensures that no potentially dangerous microorganisms
can enter a drinking water distribution system. UV Pure recommends the use of other filtration systems to treat chemical and other non-microbiological contaminants. To find out everything visit www.uvpure.com

NSF/ANSI 55 CLASS A CERTIFIED




